


Tilman DT610D0-DDS

Tandem Axle

TYPE

BED SIZE

GVWR

EMPTY WEIGHT#
LOAD CAPACITY#
FRAME
DECK/SIDE GAUGE
SIDE HEIGHT
JACK

BALL SIZE
ELECTRICAL HOOKUP
CAPACITY(YDS)
DECK HEIGHT

TIRE and WHEEL SIZE

WHEEL BOLT PATTERN
CYLINDER

HYDRAULIC ACTION
AXLE CAPACITY/STYLE
ELECTRIC BRAKES

STANDARD TAILGATE

OPTIONS

BARNDOOR COMBO GATE
HEAVY-DUTY LANDSCAPE GATE

STABILIZER JACK STANDS

RAMPS
SPARE TIRE

SPARE TIRE MOUNT

TARP ROLLER KIT(W/TARP)

BATTERY
D-RINGS

COLOR

7,000 LBS GVWR
6’ x 10’
7000#

21504

4850#

6” CHANNEL
10 GA/ 14 GA
18”

5K TOP WIND
25/16"

7 WAY RV PLUG
35

31"

ST205/75R15C
15" WHEEL

5 ON 4.5”
SINGLE CYLINDER
SINGLE ACTING
2-3.5K STRAIGHT
YES

STANDARD

10,000 LBS GVWR
6’ x 10’
10000#
22504

7750#

6” CHANNEL
10 GA/ 14 GA
18”

5K TOP WIND
25/16"

7 WAY RV PLUG
35

32”7

ST225/75R15D
15" WHEEL

6 ON 5.5”
SINGLE CYLINDER
SINGLE ACTING
2-5K STRAIGHT
YES

STANDARD

| 7,000 LBS GVWR | 10,000 LBS GVWR

N/A
N/A
N/A
N/A
OPTIONAL
OPTIONAL
OPTIONAL
OPTIONAL
N/A

BLK\ R

* Color codes: Blk = Black, R = Red, B = Blue, G = Green

TILM=AI\I

N/A
N/A
N/A
N/A
OPTIONAL
OPTIONAL
OPTIONAL
OPTIONAL
N/A

BLK\ R

Overview

The Tilman DT610DO-DDS Dump Trailer (6’ X 10) is
an ideal machine for anyone needing to transport skidded
materials. With easy-to-use drop down sides, loading is safe
and easy. When clean-up at the job site is needed, simply
raise sides into position, load debris, and it’s off to the
disposal area for dumping.

Details

@ Drop-down sides @ Wheels under the deck for greater
ground clearance. ® Two-way tailgate (drop down or
spreader) @Hand control box (20’ cord for dumping

convenience)
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